
NOTE：
1.MATERIAL

1.1 CABLE: 26AWG（7/0.16CU*1PR+AL-Foil)*4+BRAID SHIELD(16/5/0.12ALM)+PVC JACKET（CM）.
CABLE MARKING:CAT6A SSTP PATCH CABLE ISO/IEC 11801 26AWG TIA/EIA 568 ROHS

COMPLIANT

 1.2 CONNECTOR：RJ45(8P8C) MALE TYPE,WITH SHIELD;
INSULATION: CLEAR POLYESTER,UL94V-2
CONTACTS:BRASS,G/F
SHIELD: STEEL, NICKEL PLATED.

1.3 PVC MOLDING: PVC
1.4 ALL COMPONENTS ARE RoHS COMPLIANT.

2. ELECTRICAL
2.1 100% OPEN AND SHORT TEST
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26AWG S/FTP CAT6A PATCH CABLE
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PIN OUT

BRAIDSHIELD SHIELD

PVC JACKET(OD:6.2±0.2）

INSULATION

CONDUCTORS

SECTION A-A

AL-Foil
. BRAID SHIELD

T150902

≤1000mm

Length

1000<L≤5000mm

5000<L≤10000mm

Tolerance

±50mm

±100mm

±30mm

10000<L≤20000mm ±200mm

20000mm<L ±500mm

WHITE

L±Tmm
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